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SPECIFICATIONS OF CONSTRUCTION AND HEAVY EQUIPMENT

PNUEMATIC HEAVY DUTY JACKHAMMER

Technical Specifications

Type Vibro-reduced

Version 7 | Silenced T =D e = -

Weight 30 kg ~ 40 kg

Length 560 ~ 645 mm

Shank size Hex 22 x 82,5 mm — 7/8x3 % inch; 25 x 75 mm — 1x3 inch
Round shank with square collar

Air Consumption | 58cfm /1641 |/min - S e

Impact rate 1000 ~ 1620 blows per minute

Vibration level 3 axes 4m/s2

Sound power level Guaranteed (2000/14/EC) 105 dB(A)

Sound pressure level 93Lp. dB(A)

Piston Dia 2-1/4" / 57.15 mm

Piston Stroke 4" / 100 mm

Tool retainer Latch

Working Tools For daily machine operation

Accessories Air Hoses 3/4, Air Inlet %" NPT, lubricators and water separators

Fluids & Lubricants To match maintenance specifications to help protect

Sofstart To keep the chisel point where you want it. The two step trigger
help out with first critical cuts.

Hand-friendly Air cushion system has basically removed metal-to-metal

l » contacts, 22 . B __= "JEEY

Save you ears Effective silencer make work easier.

HAPS Vibro-reduction means that talented workers can work longer,
without reaching harmful vibration levels.

Grip A screw cap retainer provides comfortable grip.

Larger models Latch is unigue models which designed to be light yet powerful.
09 PE and 12 PE which makes maintenance cheap and save time

Application Demolition at highway, concrete road/road construction

CONCRETE CUTTER DIESEL ENGINE d| il - I

Specifications

Engine Type | Powerhouse Professional Diesel Engine 6x390 )

Power 10~ 13 HP

Weight | 148kes g Beenn Lo moema e

Size 35-50 cm

Max Cutting Depth 350 ~ 500 mm blade

Depth Adjustment Handle Rotation

Driving Manual push

Water Tank Capacity 35L

Linear Velocity 90 m/s

Rating total Speed 3600 rpm




