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Assorted submersible Cable Specification 

THERMOPLASTIC HEAT- AND MOISTURE- RESISTANT WIRE (THW), 
600 VOLTS, 75 °C 

Size of Conductor 

No. & Nominal 

Dia. of Wire 
Wall 

Thickness 

Approximate 

Diameter 

38mm2 lmcm 19 x 25 x .32mm 2.0mm 34.5mm 

30mm2 2mcm 7x 53x .32mm 1.6mm 30.61mm 

22mm2 4mcm 7 x 39 x .32mm 1.60mm 28.23mm 

Description 

Double jacketed round, 3-Conductor submersible cable rope-lay stranded 

flexible copper wires, PVC insulated, multi-conductor. 
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SPECIFICATIONS 
 

Assorted Stranded Cable/Wire Specification 
 

THHN/THWN-2 MOISTURE AND HEAT RESISTANT, FLAME RETARDANT 
FOR DRY & WET APPLICATION 

 

Size Equivalent 
Sizes 

Conductor Diameter 
(mm) 

Radius 8 x 
Cable OD 

Packaging 
Scheme 

2.0mm² 14 AWG 2.0 24 150m/box 

3.5mm² 12 AWG 2.3 26 150m/box 

5.5mm² 10 AWG 2.9 33 150m/box 

8.0mm² 8 AWG 3.6 44 150m/box 

14mm² 6 AWG 4.6 52 100m/box 

150mm² 300mcm 15.7 154 120mtrs 

Control Wire 14 AWG 1.6 21 150m/box 
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