TECHNICAL SPECIFICATIONS

1. Oven Sterilizer

Features:

. Broad temperature range—up to 330°C

«  Adjustable fan speed for application-related airflow in mechanical
convection models (e.g. drying of powders) L

«  High speed for fastest drying/heating, quick recovery, and as well asbest — 4
temperature stability/uniformity :

«  Programmable controller for temperature ramps and dwells

«  Upto 10 programs can be saved, each with 10 discrete steps

«  [Features electronically controlled fan speed and damper position

«  Programs can be repeated automatically

«  Access port allows the introduction of sensors for independent data monitoring

»  Simple calibration routine ensures temperature accuracy over time

«  Boost function enables rapid heating up—no need to operate the oven 24/7 (not

available in large capacity units)

Capacity (Metric) 971L

Controller Type Programmable Microprocessor control with. vacuum fluorescent display
Convection Mechanical

Temperature Stability +1.3°C

Temperature Range 50°C-330°C

Material Coated Steel

No. of Shelves 2 supplied/16 max.

Dimensions (W x H x D) Interior 18.3x23.9x13.5in. (46.4 x 60.8 x 34.3 cm)

Dimensions (W x H x D) Exterior 25.2x33.7x22.2in. (64 x 85.5 x 56.5 cm)

Electrical Requirements 230V 50/60 Hz, 3060 W, 13.3 A

Comes complete with locally supplied: |xAVR

WARRANTY: One (1) year from date of acceptance



2. Lavatory Sink
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FREE STANDING SINK

Size: 50cm x 50 cm x 85 cm

Material: Stainless Steel (SS 304)
Inclusion: 1/2" Flexible Swan Sink Pillar Type Tap Faucet



