SPECIFICATIONS

1. Computer Set inclusive of Mouse, Mouse Pad, Keyboard

and AVR

wy .

Desktoo — Technical Soecifications

Processor
Memory
Storage
Graphics
Optical Drive
Connectivity
Front/Side Ports

Rear I/O Ports

Power Supply
Accessories
Display port
Monitor
Operating System
Warranty

Processor
Display

Memory
Storage
Operating System

Interface

Keyboard
TouchPad
Audio
Camera
Connectivity

Intel Core i7-7* Gen

16GB DDR4 3200 MH2

1TB SSD

NVIDIA GeForce GT 1050, 2 GDDRS (supporting: DVI-D, HDMI, DP)
8X Super-Multi drive, 9.0 mm slim, tray-load
802.11ac/a/b/g/n wireless Gigabit LAN and Bluetooth 4.0 LE
Card reader: Yes ’
Audio jack(s): 2

USB 3.0 port(s): 2

HDMI port(s): 2 (out)

LAN port(s): 1

Audio jack(s): 3

USB 2.0 port(s): 4

USB 3.0 port(s): 1"

Number of PCle x16 slot(s): 1

Number of PCle x1 slot(s): 1

M.2 slot (for SSD): 1

M.2 slot (for WLAN): 1

300WCR

Wired Keyboard and mouse

DVI to D-Sub

R231 bmid 23" Monitor (VGA + DVI + HDMI)
Win 10 SL 64 Bit

1 Years Part - 1 Years Labor

2. Laptop

Intel Core i5-11" Gen

14inch (16:9) LED-backlit FHD (1920 x 1080} 60 Hz anti-glare with
72% NTSC gamut and wide 178° viewing angles IPS

4GB 4266 MHz

512GB SSD PCle®™ NVMe 3.0 x2 M.2 SSD2

Windows 10 Home

2 x Thunderbolt 4 USB-C® (up to 40 Gbps), 1 xUSB 3.2 Gen 1
Type-A (up to 5 Gbps), 1 x Standard HDMI 2.0

1 x MicroSD card reader (104 MB/s), 1 x Audio combo jack
Full-size backlit, with 1.4 mm key travel

5.65 FHD+ (2160 x 1080) Super IPS disolav | Wide View Technologv
Dual-speaker audio system, Array microphone

IR webcam

Intel Wifi 6 with Gig+ performance (802.11ax) + Bluetooth 5.0



3. IPAD 8th Gen 2020 128 GB 10.2

10.2" Retina display with True Tone A13
Bionic chip 8MP Wide back camera

12MP Ultra Wide front camera with Centre Stage
Lightning connector 4G LTE cellular3 Works with Apple Pencil

(1st generation) Works with Smart Keyboard

4. CPU
Motherboard: " Intel Core i7 10* Gen compatible
Processor: Intel Core i7-10700k 5.10GHz 10* Gen
RAM: 16gb DDR4 32000Mhz
Storage: 500GB SSD, 1TB HDD
Case: ATX Casing with fans
Power supply: 600w 80+ PSU
Internal optical drive: DVD-RW

OS Windows 10



5. Document Scanner

Scanlet Enterprise Flow 5000 s4 Latest Moded

Scanner type

Sheetfed

Scan resolution, optical

Up to 600 dpi {colour and monochrome, sheet-feed)

Scan resolution, hardware

Up to 800 dpi {colour and monochrome, sheet-feed)

Duty cycle (daily) Recommended for 6000 pages per day

Bit depth 24-bits external/48-bits internal

Automatic document feeder Up to 50 ppm/100 ipm (black & white, 300ppi)
scan speed

Scan speed OCR (Ad) < b sec

Scan speed in preview mode Up to 6 sec

Task speed

10 x 15 cm colour photo to file (200 dpt, 24-bit, tiff): about 5.18 sec
for single image scan; 10 x 15 cm colour photo to email (150 dpi,
24-bit): about 4.98 sec for single image scan, about 1.43 sec for
single image send to email, totally 6.41 sec; A4 PDF to email {300
dpi, 24-bit): about 6.63 sec for single image scan, about 3 sec for
single image send to email, totally 9.63 sec

Scan size [ADF), maximum 216 x 3100 mm

Scan size {ADF), minimum 50.8 x 50.8 mm

Automatic document feeder 80 sheets

capacty

Scan file format For text and images: ePub 3.0, HTML 4.0, JPEG, Microsoft

Excel/Powerpoint/Word, PDF, PNG, TIFF, Text {.txt), Rich Text [rtf),
UNICODE Text, Windows Bitmap, WordParfect, XML
Document/Paper Specification and searchable PDF

Scan input modes

Two scan modes [simplex/duplex) on front-panel for HP SDSS in
Win OS5 and third parties applications via TWAIN, ISIS and WIA

Color scanning

Yes

Levels of grayscale

256

Image scaling or enlargement
range

Will not perform any arbitrary scalfing

Scan technology CMOS CIS

Output resolution dpi settings 75; 100; 150; 200; 240; 300; 400; 500; 600; 1200 ppi

Document weight ADF 413 g/m*

(maximum)

Document weight ADF 40 g/m*

{minimum)

Media size (ADF) I1SO Ad: 210 x 297 mm; IS0 AS: 148 x 210 mm; 1S0O A6: 105 x 148
mm; ISO A7: 74 x 104 mm; IS0 AB: 52 x 74 mm; IS0 B5: 176 x 250
mm; JIS BS: 182 x 257 mm

Media types Cut sheet paper, printed paper (laser and ink), pre-punched paper,

bank checks, business cards, freight bills, carbonless forms, plastic




carrier sheets for easily damaged documents, peeviously stapled

media with stagl: removed. Eesﬂc cards I”E to 1.24 mm)

Media weishts, supported ADF

40t0 413 g/'m’

Scanner advanced features

Auto colour detect; Auto crop; Auto exposure; Auto orentation,;
OCH; Zonal OCR; Zonal barcode; Edge removal; Background
cleanup; Remove hole; Colour drop out; Straighten the page; Scan
to doud; Scan to email; POF security; Misfeed detection advance
setting; Advanced misfeed detection; Batch processing; Barcode,
Scan to multiple destinations; Citrix Ready

Compatible Operating Systems

05 X €l Capitan 10.11, Microsoft® Windows® 10, 8.1, 8 7, XP:
32/04-bit

Minimum System Reguirements

Microsoft® Windows® 10, 8.1, 8, 7, XP: 32/04-bit, 2 GB avatlable
hard disk space, CO-ROM/DVD drive or internet connection, US8
port, Microsoft® Internet Explorer

Twain version

Windows: 32-bit and 63-bit TWAIN version 2.1; Mac: n/a

Processor speed

330 Mz

Memory

312 M8

Software Included

HP WIA Scan Driver, HP TWAIN Scan Driver (32/04-bit), HP Smart
Document Scan Software, HP Scanner Tools Uttlity, LR.LS. Readiris
Pro OCR, LA.LS. Cardiris, Nusnce PaperPort, EMC ISIS driver

Connectivity, standard

Hi-Speed USS 2.0and USE 3.0

Connectivity, optional

USB 2.0 port for WiFl accessory

Ports

1xUS83.0and 1 x USB 2.0 port

Power

Input Valtage: 50 to 264 VAC, 30/00 Hz

Power supply type

External Power Adapter

Power consumption

4.4 watts (ready), 0.8 watts (sieep), 0.1 watts (off). 0.1 weatts (auto-
off)

Control panel

2-ine 10 character per line LCD display, Simplex button, Duplex
bution, Cancel hutton, Power button with a LED and Tool hutton

Operating humidity range

13 to 80% RH (non-condensing)

Recommended operating
humidity range

13 to 80 RH (non-condensing)

Non-Operating Humidity Range

0 to 90% RH [non-condensing)

Operating temperature range 10to 35
Recommended operating 10to 33°C
temperature range

Storage temperature range -40 to 608C

Acoustic power emissions
(active, printing)

0 to 90% RH (non-condensing)

Minimum dimensions (W x D x
H]

310 x 198 x 1590 mm

Maxtmum dimensions (Wx D x

342 x 310x 319 mm

H
Weight 3.E\z
mﬁt 38 l‘
Package dimensions (Wx D x H) | 397 x 248 x 303 mim
Packase weight 34k




Ecolabels ENERGY STAR" 1.0 certified

Enermy star certified Yes

Sustainable impact RoHS compllance, HP G5E standard

specifications

Electromagnetic compatibilsty Class 8 Emissions; CISPR 22:2008 (International), Europesan Unlon
EMC Directive 2004/108/EC, EN 33022:2010 (CE mark); EAC EMC
Certificate; Ukraine ENC approval; EN 01000-3-2:2014
(harmonics); EN 01000-3-3:2013 [flicker); mwmunity CISPR 24:2010,
EN 350024:2010

Safety TEC 00930-1:2003 4Al 4A11 +A12 and all applcable amendments;

CSASUL 80930-1, 2nd edition (2007); EN 00530-1-2000 +Al11 4AL
+A12 +A2; EAC safety; Europenn Unlon CE; Kenya PYOC; Kuwalt
TER; Nigeria SON; Sapd! Arabie SASO; South Africa NRCS; Ukraine
safety approvel

WIRELESS

6. Wifi Modem/Router

Standards

[wu.s«&ﬁ

"Wl Range

»W_ﬂa‘udﬁ =

| IEFE 802 11aw/n/b/g 2.4 GHa

W6
JEEE BO2. 1 L5/ ac/n/a 5 Gz
5 GH- 4804 Mbps (202 11ax, HELGD)
, 2A GHx: 1148 Mbps (802.11ax)
4 Bedroom Houyes

£» Fed High-Performance Antennas
Multiple astennss form a signal-boosting array to cover more
drections and bege areas

Beamfarmng
Concentrates wireless signal stremgth towards clients 1o expand Wikt
fhoge

Hgh-Power FEM
| Improves transmission power to strengthen sgnal coverage

| 4TAR

Multple streams in the same Bind strengthen the faut 1clerance in
l transmission
I Very Migh

—

| Duad-Band
Mopcate devices to deferent bands for optimad performance

44 MU-MIMO
Smultanecezly communicates with muftiple MU-MING chents

QoM
; Simultaneously communicimes with muitiple Wik & chests

| Alrtimg Farness
Impeuves network efficiency by imeing excessve cctupaton
DFS

| Aczess an extra band 10 reduce congeston




8 Streams ’
Connet your devices to more dandwidth

Working Modes

Router Mode
Actess Port Mode

| HARDWARE

Processor

Ethernet Poets

UsS Support

Buttans

_ 18 GHz 64 Bit Quad-Core CRJ

1= 2.5 Gbps WAN Port
= Gigabit LAN Ponts

Seatic Link Aggregation |LAG) svutable with 2x LAN ports
1« USB-C 3.0 Port
1* USS-A 1.0 Port

Supported Parttion Formats:
NTES, eab AT, HFSe, FATI2

Supported hunctions:
Apple Time Machine
FIP Sesver

WIASWPAZ Enterprise (202.1x)

SPIFirewal
Access Control

18 & MAC Binding
Apication Liver GMewdy

HomeCare Antivirus

Malkious Site Checker
Fort intrusion Prevention
Infocted Device Isclation
Notification and Log




Guest Network | 145 GHz Guest Natwork

b 1% 24 GHi Guest Network

VPNS(M’ I@"VPHN“‘N.LA_-' e,
PETR

»WARE
Pratocols Tt
o | ING
WAN Types | Dynamic 1P
Statc @
| FPPOE
PPTP
L~ . L2
(ualty of Sersice | QoS by Device

i HomeCare QoS
|
‘ : _. QoS by Application .
' Cloud Service Auta Firmware Upgrade |
QIA Firmware Upgrade
TP-Unk ID
| OONS
NAT Forwarding Port Farwmding
Fon Triggering
D2
v GMP Prowy
| .GMP 9!009."
Bridge ‘
_ Teg VIAN
sy Address Beservation 1
| DHCP Chene Liny

[ S =
| Dimensions (WeDaH)  10.3x 1035 241n.
| _11261.2% 2617 % 60.2 mem)

7. Printer (All-in-One Tanker)

Printer Type:
Printer Type:Print, Scan, Copy with ADF

Printing Technology:
Print Method:PrecisionCore PrintheadPrinter Language:ESC/P-R, ESC/P RasterNozzle
Configuration:400 x 1 nozzles (Black), 128 x 1 nozzles per Colour (Cyan, Magenta,
Yellow)Maximum Resolution:4800 x 1200 dpiAutomatic 2-sided Printing:Yes

Print Speed:

Draft, A4 (Black / Colour):Up to 37.0 ppm / 23.0 ppm?ISO 24734, A4 Simplex (Black /
Colour):Up to 17.0 ipm / 9.5 ipm"%1SO 24734, A4 Duplex (Black / Colour):Up to 7.5 ipm /
5.0 ipm"*First Page Out Time from Ready Mode (Black / Colour):Simplex: Up to 7.0 sec

/11,0 sec™



Features:

Speed:
Carnidge Ink:

Features:

Speed:

Cartridge Ink:

8. Printer FX-2175 Il

O-pin

136 columns

Prints up to 6-part forms

Bi-directional parallel and USB 2.0

Up to 496 cps (faster than FX-2175 476 cps)
Epson nbbon S015086 LQ2180

9. Printer LX-310 Il

9-pin

80 columns

Prints up to 6-part forms
Parallel/Serial/USB 2.0

Up to347 cps at high speed draft

Epson Ribbon Cartridge LX-310 S015632



10. Printer 3 in 1 with CISS Tank

Copying

Maximumn Copies Fom Standalone: 20 copies

Maxomum Copy Resolution: 630 x 600 dpi

Maxmum Copy Size: A4, Lattor

IS0 29183, A4 Simplex (Black / Coloury Upto 7 7 ipm / 3.8 iIpm

Scanning

Scanner Type: Flatted colour imags scannear
Sensor Type: CIS

Optical Resciution: 1200 x 2400 opx
Maximum Scan Area: 216 x 297 mm

Paper Handling

Number of Paper Trays: ¥

Standard Paper Input Capacity:

- Up 0 100 sheets of Flan Papet (80 g/m2)

= Up ta 20 sheets of Premum Glossy Photo Paper

Cutput Capacity

- Up % 30 shoeets of Plain Paper (80 g/im2)

- Up 0 20 sheets of Frerum Glossy Photo Paper

Maxmum Paper Size: 215.9 x 1200 mm

Paper Sizes: Legal (BS x 147), Indian-Legal (215 x 345 mm), 8.5 x 137, Lener, A4 16K
(198 x 270 mm), 85, AS B8, AS, Hogaki (100 x 148 men), Sx 7" S x 8", 4 x 67,
Envelopes 10, DL, C8

Pnnt Margine O mm top, left, nght, bottom via cusiom settings N printar driver*3

Mobile and Cloud Solutions
Epson Connect Fealures Epsan iPrirt, Epscn Email Print. Remote Print Oriver
Oiher Mobile Solutons: Epson Smart Panel

Supported OS and Applications
Operating Systen Compatitxlity:

« Wincows XP | XP Professional {Vea /7/8/8.1/10

- Windows Server 2003 / 2008 F 2012 /2018 ) 2019

- Only peintng functons are suppornied for Windows Server OS
~ Mac OS X 10.6.8 of fater

Interface

UsSB- UsSB 20

Network: Wi-Fi, Wi-Fi Direct

Netwiork Protocol TCRAPWS, TCPRIPYE

Netweek Managemean Protacoia: SNMP. HTTP. DHCP, APIFA, PING. DDNS. mONS.
SLP, WSO, LLTD

INK
Epson 003 nk



11. Printer3in 1

Features: Print, scan, copy, borderless 10x15¢m photo printing
5 pages/min color; max speed 15 pages/min
10 pages/min monochrome; max speed 33 pages/min
Scanning resolution: 600 dpi x 1200 dpi

Cartridge Ink: Epson 003 inks



