Technical Specifications

Iltem

Specification

Statement of Compliance

[Bidders must state here either “Comply” or
“Not Comply” against each of the individual
parameters of each Specification stating the
corresponding performance parameter of the
equipment offered. Statements of “Comply” or
“Not Comply” must be supported by evidence
in a Bidders Bid and cross-referenced to that
evidence. Evidence shall be in the form of
manufacturer’s un-amended sales literature,
unconditional statements of specification and
compliance issued by the manufacturer,
samples, independent test data etc., as
appropriate. A statement that is not supported
by evidence or is subsequently found to be
contradicted by the evidence presented will
render the Bid under evaluation liable for
rejection. A statement either in the Bidder's
statement of compliance or the supporting
evidence that is found to be false either during
Bid evaluation, post-qualification or the
execution of the Contract may be regarded as
fraudulent and render the Bidder or supplier
liable for prosecution subject to the applicable
laws and issuances.]

Item
No.

Item/Description/Technical
Specifications

Supply and Delivery of the
Following/s:

Engine Oil 15W-40 1L./bottle

Engine Oil 10W-40 800ml./bottle

Gear Oil 80W/90 120ml./bottle

3 (Scooter)
Gasoline Engine Oil 15W-40

4 1L./bottle (four wheels)

5 Diesel Engine Oil 15W-40 1L./bottle
Automatic Transmission Fluid

6 1L./bottle
Differential Gear Oil 75W-85

7 1L./bottle




Manual Transmission Gear Qil 75-90
8 1L./bottle

Generators Engine Oil (SAE 40) 15W-
9 40

10 Diesel Engine Qil 20W-40

11 Engine Qil 4T 15W-40

Compressor Qil/PAR Qil M 20L.
12 Viscosity at 40°C/100°C-ASTM 445

Oil Breaker, Viscosity 40°C/104°F -
13 ISO 3104

Par Oil E 20L/Engine Qil, Viscosity
14 SAE 15W-40

Gasoline Engine Qil for Concrete
Cutter,
15 Viscosity 20W-40

16 Lubricant WD40-100ml.
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Specification of the following oil and iubricants %
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