SPECIFICATIONS

1. Pipe threader (1/2", %" & 17) w/ rachet

All matched Threader/Sets include Die Heads, Ratchet Assembly, Ratchet Handle, and
Alloy Dies. All Threader Sets use same 12-R Dies in Die Head.

Capacity Catalog Number Weight
In. mm NPT BSPT NPSM BSPP Lb. kg
¥%-1 12-25 36345 | 65175 | 36380 |- 10 4,5

2. Aluminum Extension Ladder
The aluminum extension ladder shall conform with the following specifications:

Size (ft) Weight (kg) Dimensions (w x h xd cm)
40 38.2 Retracted 44.0x 701.0x 11.0
Extended 44.0x1,219.20x11.0
3. Chainsaw
The chainsaw shall conform with the following specifications:
Displacement 50.2 cc (3.06 cu. in.)
Engine Power 3.0 kW (4.0 bhp)
Powerhead Weight 4.9 kg (10.8 Ibs)
Fuel Capacity 500 cc (16.9 0z2)
Chain Oil Capacity 270 cc (9.13 02)
Oilomatic Chain 325 RM3
Guide Bar Lengths 40 to 50 cm (16" to 207)
Power Source Gas

4, Welding Machine
The welding machine shall conform with the following specifications:

PRIMARY OUTPUT 42/21KVA

PHASE SINGLE

AC VOLTAGE 220V

RATED FREQUENCY 60H2

WELDING CAPACITY 500 A

ENCLOSURE WEATHER-PROOF; SILENT TYPE




5. Flood light set with Generator

The flood light set with generator shall conform with the following specifications:

Power Input 200 watts
Lamp size 400°325°108 mm
P_Solar Panel 1BV 50W, Polycrystalline
Charging time 6 - 8 hours
Discharging time 30-36 hrs
IP Code/Rating IP 65 — 67 Outdoor {water resistant,
good for outdoor use)
Light efficlency 160Im/W
| Color temperature 3000K — 6S00K
Material Aluminum Housing and Tempered glass
| Application Road, outdoor, etc,
Beam Angle 120" degrees
Warranty 3 years
Lifetime >50,000 hours
Accessories Tripod stand and remote control for
manually switching ON and OFF

Portable Generator 5000 watts (gasoline engine)

| Running watts 5000
Volts 120/240
Running Amps 208

| Surge Amps 41.6

' Engine displacement cc 389
OHV Engine Yes
Fuel tank capacity (gal) 5-85

P’l_tl’M / H TBO
Run time Up to 12 hours @ % Load
Alternator Power surge
Start type Recoll
Low OH Shutdown No
Automatic |dle Control No
Muffler Super Lo-Tone
Fuel gauge Yes
Hour Meter digital display Yes
Wheel type Never go flat
Wheel diameter 100
Spark Arrestor Yes
Width (In) 25.1-26
Weight (Ibs) 178

| Height {in) 27-28.7

_Length (in) 27.7-29

7. PORTABLE WELDING MACHINE WITH COMPLETE ACCESSORIES

Maximum Output Current 300 Amps
Input Voltage 220V/60Hz
Rated Input Capacity 10.2 KVA




8. BRUSH CUTTER

Oil Capacity 0.1 Liter
Cutter Type 2 Blade Cutter
Power Type Gasoline
Operating Weight 8.05 Kg.
Compression Ratio 8.0.1
Engine Type 4-Stroke, Overhead Cam Single Cylinder

9. POWER CHAINSAW

Peak power 3200Watts
Displacement 62¢cc

Fuel:

Mixture Gasoline 50 - - Two-cycle oil 1
Fuel tank capacity 670mi

Chain ol motor oll SAE#10-30
Oil tank Capacity 350mi

Carburator:

Diaphragm type

Ignation system pointiess (CDI)
Spark plug LD NHSP LERTF

Oil feeding system:

Automatic pump with adjuster

Sprocket Tteeth x 375pitch
Dimension 430 x 270 x 300mm
Guide bar:

Size 24/22/20 inches (standard)




10. WELDING MACHINE INVERTER 300 AMP

- ready to use

- current output 20 - 300amp
- uses latest IGBT technology

- high rated duty cycle of 60%

- can be plugged in a regular 220V outlet

- includes electrode holder, ground clamp,
hand type mask and welding cable

- ergonomic digital panel for mode switching
- built-in digital meter

- powerful blower that gives more ventilation
to the machine.

- equipped with SOmm quick connectors for
ease of use and convertible into scratch type
TIG function.




