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/ CONCRETE SLf-\B . NOTE 1:

= H 1.,PROPER SURFACE PREPARATION
| PRIOR TO REPAINTING.
2. FOLLOW PAINTING PROCEDURE
AS PER MANUFACTURER'S
Y ISTIN RECOMMENDATION.
PUMP i REPAIR OF LADDER
HOusE | & —E
ﬁ (‘tj_.:‘—“\
@ PROVIDE FREE HANDCWD ([ _
EXISTING || LOGO PAINTING i REPAINT
CO— OFFICE  § ¢—— OVERHEAD TANK
(INSIDE & OUTSIDE)
NEATATATAT fuﬂﬁll}&g;f\“. ¢ REPAINT HAND
4 VREVYYEv AVER RAILING
' REPAIR & REPAINT IR
VERTICAL CAGE LADDER ————> |/ < 3
/ P USSET
3 SETS - REPAIR & ¥ 'Qh s
i o o 4 REPAINT CROSS- BRACES/ _ \
veL TENSION RODS N
\ REPAIR AND REPAINT OF
REPAINT RISER -1 LATERAL BRACES
PIPES :
I CONCRETING OF 0.10m THK. X
. { REPAIR & REPAINT PART s
o STEEL OOl UG / L\ 8.50m X 8.65m CONCRETE SLAB
e REPLACE AND REPAINT 4 SETS
\ BASE PLATES, NUTS, WASHERS &
:]_/\J:I/k" i _a BOLTS OF 4 COLUMNS
CONCRETE SLAB LAY-OUT PLAN REPAIR & REPAINTING DETAILS

ASIACON PH1 PUMP 1
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0.10m THK,
CONCRETE SLAB

‘W or'e

PROPOSED
PUMP HOUSE

” REPAIR AND REPAINTING OF
< EXISTING STEEL GATE,
FRAMING AND STEEL MATTING

CONCRETE SLAB LAY-OUT PLAN

NOTE 1:

1.PROPER SURFACE PREPARATION
PRIOR TO REPAINTING,

2. FOLLOW PAINTING PROCEDURE
AS PER MANUFACTURER'S

RECOMMENDATION,
REPAIR OF LADDER ——
e
PROVIDE FREE HAND CWD y
LOGO PAINTING 2 REPAINT
&—— OVERHEAD TANK
(INSIDE & OUTSIDE)
1 AIRIATA TN REPAINT HAND
I | *J;;' ¢ RAILING

REPAIR & REPAINT
VERTICAL CAGE LADDER ——>

3 SETS - REPAIR &
REPAINT CROSS- BRACES/
TENSION RODS

REPAINT RISER

PIPES

REPAIR & REPAINT PART
OF STEEL COLUMN

REPAINTING OF
DISCHARGE PIPES

REPAINT GUSSET
PLATES

REPLACE AND REPAINT OF 8 PCS,
-f&" X 3" X 3" LATERAL BRACES

CONCRETING OF 0.10m THK. X
8.00m X 9.40m CONCRETE SLAB

EXPOSE AND REPAINT 4 SETS
BASE PLATES, NUTS, WASHERS &
BOLTS OF 4 COLUMNS

NOTE:
TO REMOVE EXISTING BOULDERS

REPAIR & REPAINTING DETAILS

ASIACON PH1 PUMP 2
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REPAIR AND REPAINTING OF
EXISTING STEEL GATE,
FRAMING AND STEEL MATTING

CONCRETE SLAB LAY-OUT PLAN

REPAIR OF LADDER ——1

PROVIDE FREE HAND CWD

LOGO PAINTING

W

NOTE 1:

1.PROPER SURFACE PREPARATION
PRIOR TO REPAINTING.

2. FOLLOW PAINTING PROCEDURE
AS PER MANUFACTURER'S
RECOMMENDATION.

REPAINT
—— OVERHEAD TANK
(INSIDE & QUTSIDE)

REPAINT HAND
RAILING

e—

REPAIR & REPAINT
VERTICAL CAGE LADDER ————>

REPAIR & REPAINT
CROSS- BRACES/ TENSION
RODS

REPAINT RISER

PIPES
REPAIR & REPAINT PART
OF STEEL COLUMN

y
EXPOSE THE EXISTING //

4-SETS CONCRETE Uy

PEDESTALS

REPAINT GUSSET
PLATES

REPAIR AND REPAINT OF
LATERAL BRACES

CONCRETING OF 0.10m THK. X
9.70m X 9.70m CONCRETE SLAB

REPAIR AND REPAINT 4 SETS BASE
/_ PLATES, NUTS, WASHERS & BOLTS
OF 4 COLUMNS

REPAIR & REPAINTING DETAILS

PALAO PUMP 1
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0.10m THK,
CONCRETE SLAB

NOTE 1:
1.PROPER SURFACE PREPARATION
PRIOR TO REPAINTING.

REPAIR OF LADDER 2. FOLLOW PAINTING PROCEDURE
] AS PER MANUFACTURER'S
5 9.90 m, > Yl RECOMMENDATION,
B 9 PROVIDE FREE HAND CWD %
: $ LOGO PAINTING 2 REPAINT
¢«—— OVERHEAD TANK
(INSIDE & OUTSIDE)
j il REPAINT HAND
|
H ¢ RAILING
REPAIR & REPAINT ¢/ )
9 VERTICAL CAGE LADDER ————
[=]
- REPAIR & REPAINT nERANTOUSSET
I CROSS- BRACES/ TENSION
RODS
; _ REPAIR AND REPAINT OF
-. - REPAINT RISER all LATERAL BRACES
! _ PIPES ;,,' CONCRETING OF 0.10m THK. X
250 m, 4 REPAIR & REPAINT PART 1] 9.90m X 9.90m AND 2.00m X 2.60m
T OF STEEL COLUMN CONCRETE SLAB
n (1
o / REPLACE AND REPAINT 4 SETS
' - BASE PLATES, NUTS, WASHERS &
| ? BOLTS OF 4 COLUMNS

r I

1/\ EXISTING STEEL GATE,

REPAIR AND REPAINTING OF

FRAMING AND STEEL MATTING

CONCRETE SLAB LAY-OUT PLAN

REPAIR & REPAINTING DETAILS
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CONCRETE SLAB

Al ' - ol . NOTE 1:
s : iy el 1.PROPER SURFACE PREPARATION
73 — 9 PRIOR TO REPAINTING.
f e REPAIR OF LADDER 2. FOLLOW PAINTING PROCEDURE
: ] AS PER MANUFACTURER'S
u| s 1 Fy‘?""‘" RECOMMENDATION.
PROVIDE FREE HAND CWD 2
. LOGO PAINTING ¥ REPAINT
EXISTING © &« OVERHEAD TANK
GENSET 8 (INSIDE & OUTSIDE)
HOUsH o _
Y ‘G REPAINT HAND
JE RAILING

REPAIR & REPAINT
— — . _ VERTICAL CAGE LADDER
| R gy | REPAIR & REPAINT ’;E::‘é? GURBEY
[ AT T O = CROSS- BRACES/ TENSION

RODS
¢ @ = X REPAIR AND REPAINT OF
REPAINT RISER LATERAL BRACES
EXISTING 9.70 m, — i CONCRETING OF 0.10m THK. X
PUMP 0 REPAg‘F&s?ng‘gngm 9.70m X 10.30m CONCRETE SLAB
HULET ® | ,
[ S REPLACE AND REPAINT 4 SETS
REPAINTING OF i <\ /7 BASE PLATES, NUTS, WASHERS &
DISCHARGE PIPES ' X BOLTS OF 4 COLUMNS
™ n "!_ I™ I

CONCRETE SLAB LAY-OUT PLAN

I/\ _ REPAIR AND
< REPAINTING OF

EXISTING STEEL
GATE, FRAMING AND
STEEL MATTING

REPAIR & REPAINTING DETAILS

MANFIL PUMP STATION
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, REPAIR AND REPAINTING OF
¢ EXISTING STEEL GATE,
FRAMING AND STEEL MATTING

CONCRETE SLAB LAY-OUT PLAN

PROVIDE FREE HAND CWD ||

NOTE 1:

1.PROPER SURFACE PREPARATION

PRIOR TO REPAINTING.

2. FOLLOW PAINTING PROCEDURE
AS PER MANUFACTURER'S
RECOMMENDATION.

REPAIR OF LADDER W
7 :
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LOGO PAINTING |

REPAINT
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===
i

RAILING
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REPAIR & REPAINT
VERTICAL CAGE LADDER —m8m8 ™ —>

REPAIR & REPAINT
CROSS- BRACES/ TENSION
RODS

REPAINT RISER

REPAINT GUSSET
PLATES

LATERAL BRACES

PIPES
REPAIR & REPAINT PART
G OF STEEL COLUMN

REPAIR & REPAINTING DETAILS

ASIACON PHASE 2

REPAIR AND REPAINT OF

CONCRETING OF 0.10m THK. X
9.00m X 11.15m CONCRETE SLAB

REPLACE AND REPAINT 4 SETS
/_ BASE PLATES, NUTS, WASHERS &
BOLTS OF 4 COLUMNS
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CONCRETE SLAB LAY-OUT PLAN

NOTE 1:

1.PROPER SURFACE PREPARATION

OF 4 COLUMNS

REPAIR & REPAINTING DETAILS

MCDC PUMP 1

| . I_ HOUSE | PRIOR TO REPAINTING.
= il ol |3 The g REPAIR OF LADDER 2. FOLLOW PAINTING PROCEDURE
; SR ] AS PER MANUFACTURER'S
S % e T e— RECOMMENDATION.
B0 s PROVIDE FREE HAND CWD i ‘
& A R LOGO PAINTING < REPAINT
) 7 . L &———— OVERHEAD TANK
- Fagl o2 (INSIDE & OUTSIDE)
wE -
2 | s I i REPAINT HAND
G | i TR —
Go | — I%B Vi RAILING
R = N of REPAIR & REPAINT =
| e ' VERTICAL CAGE LADDER
=l | - il
; us
s [ 3 REPAIR & REPAINT 25::&?6 aEs
I fin 2k CROSS- BRACES/ TENSION
i b e f ROBS REPLACE AND REPAINT OF 4 PCS,
io 5] <. REPAINT RISER -§ X 3" X 3" LATERAL BRACES
= : PIPES
[ : - REPAIR & REPAINT PART CONCRETING OF 0.10m THK. X
Ls r 2 | a7, OF STEEL COLUMN 9.87m X 10.20m CONCRETE SLAB
EXISTING
GENSET REPAIR AND REPAINT 4 SETS BASE

PLATES, NUTS, WASHERS & BOLTS
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/ CONCRETE SLAB
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8,90

1

XISTING
PUMP
HOUSE

S
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REPAIR AND REPAINTING OF

'

REPAIR OF LADDER —1

PROVIDE FREE HANDCWD [

LOGO PAINTING

NOTE 1:

1.PROPER SURFACE PREPARATION
PRIOR TO REPAINTING.

2. FOLLOW PAINTING PROCEDURE
AS PER MANUFACTURER'S
RECOMMENDATION.

REPAINT
&—— OVERHEAD TANK
(INSIDE & OUTSIDE)

=

' :J;*M_—

REPAINT HAND
RAILING

REPAIR & REPAINT
VERTICAL CAGE LADDER

REPAIR & REPAINT
CROSS- BRACES/ TENSION
RODS

REPAINT RISER

PIPES

REPAIR & REPAINT PART
OF STEEL COLUMN

REPAINT GUSSET
PLATES

REPAIR AND REPAINT OF
LATERAL BRACES

CONCRETING OF 0.10m THK. X
8.90m X 8.90m CONCRETE SLAB

REPAIR AND REPAINT 4 SETS BASE

~ ||/~ PLATES, NUTS, WASHERS & BOLTS

OF 4 COLUMNS

L e e e ————— i ——————————a
[ EXISTING STEEL GATE,
) FRAMING AND STEEL MATTING

CONCRETE SLAB LAY-OUT PLAN

REPAIR & REPAINTING DETAILS

MCDC PUMP 2

CALAMBA WATER DISTRICT

TECHNICAL SERVICES DEPT.
ENG'G & MAINTENANCE DIVISION

PROJECT TITLE: REPAIR AND REPAINTING OF
11 OVERHEAD TANK WITH CONCRETE SLABS

Designed and AutoCAD by: ENGR. ROLANDO V. BARO

PROJECT LOCATION:
BRGY. SIRANG LUPA, MAJADA IN AND KAPAPAAN
VILLAGE, BRGY. CANLUBANG, CAL CITY

Recommending Approval: ENGR. JOSEI.ITD!’&»'BILLERAJ

' DATE:
] B6/7/2022

Approved by:

MR. EXEQUIEL A. AGUILAR JR.

. qi SHEET NO.
Y, 9

7"




ROAD
O
0.10m THK.
XISTING CONCRETE SLAB
HOUSE
J 850 m—— f

ROAD

3ONVALIN3T

| EXISTING 4

CUT EXISTING |
SOIL TO EXPOSE

BASE PLATES

CONCRETE SLAB LAY-OUT PLAN

NOTE 1:
1.PROPER SURFACE PREPARATION
PRIOR TO REPAINTING.

REPAIR OF LADDER 2. FOLLOW PAINTING PROCEDURE
] AS PER MANUFACTURER'S
G RECOMMENDATION.
PROVIDE FREE HAND CWD <
LOGO PAINTING 2 REPAINT
¢——— OVERHEAD TANK
(INSIDE & OUTSIDE)
i A A REPAINT HAND
FYy (N EN RAILING
REPAIR & REPAINT I \\
VERTICAL CAGE LADDER — > /| ]L, \f-\
REPAIR & REPAINT M A /‘31\‘— el
CROSS- BRACES/ TENSION K
R | " REPAIR AND REPAINT OF
REPAINT RISER . . LATERAL BRACES
PIPES x 2
REPAIR & REPAINT PART o | s CONCRETING OF 0.10m THK. X
OF STEEL COLUMN ! ,:' \ 8.50m X B.50m CONCRETE SLAB
oA REPAIR AND REPAINT 4 SETS BASE
||/~ PLATES, NUTS, WASHERS & BOLTS
- OF 4 COLUMNS
CUT EXITING SOIL AND EXPOSE 4
SETS BASE PLATES

REPAIR & REPAINTING DETAILS

MAJADA IN PUMP 1
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0.10m THK,
/ CONCRETE SLAB

9.45 m. NOTE 1:
1.PROPER SURFACE PREPARATION
‘ _ » _ . PRIOR TO REPAINTING.
n e dame © — REPAIR OF LADDER 2. FOLLOW PAINTING PROCEDURE
o ] AS PER MANUFACTURER'S
I_ _| ' TO CUT AND FILL THE v RECOMMENDATION.
existing e VY ENTIRE AREA PRIOR - - PROVIDE FREE HAND CWD %
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1 puse 0 5 e g «—— OVERHEAD TANK
H S =) (INSIDE & OUTSIDE)
). TINTAAAANAIN . REPAINT HAND
- . 1.86n. : ik )i RAILING
! £ REPAIR & REPAINT Ll e A
T 1 VERTICAL CAGE LADDER ————> sl | e
I\ /%: REPAINT GUSSET
REPAIR & REPAINT f Ni
CROSS- BRACES/ TENSION Co\ PR
A G 1 | IR REPAIR AND REPAINT OF
REPAINT RISER ML ! LATERAL BRACES
S 2503 S e Srn ULl A PIPES = u—t\
e e TR 3| REPAIR & REPAINT PART N~ CONCRETING OF 0.10m THK. X
: i e ] 2o by N \ 8.98m X 9.45m CONCRETE SLAB
e . el 1 A
S REPAIR AND REPAINT 4 SETS BASE
_ PROPOSED CONCRETE STAIR WITH ' /_ PLATES, NUTS, WASHERS & BOLTS
_Lr 3 STEPS FROM STEEL GATE i [ OF 4 COLUMNS
| DOWN REPAIR AND REPAINTING OF
L EXISTING STEEL GATE,
FRAMING AND STEEL MATTING
CONCRETE SLAB LAY-OUT PLAN REPAIR & REPAINTING DETAILS
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0.10m THK,

/ CONCRETE SLAB

6.80 m.

REPAIR OF LADDER j’

PROVIDE FREE HANDCWD | £
LOGO PAINTING 5

NOTE 1:

1.PROPER SURFACE PREPARATION
PRIOR TO REPAINTING.

2. FOLLOW PAINTING PROCEDURE
AS PER MANUFACTURER'S
RECOMMENDATION.

REPAINT
&—— OVERHEAD TANK
(INSIDE & OUTSIDE)

REPAIR & REPAINT i H<
VERTICAL CAGE LADDER —> [/[3="11 =

17 REPAINT HAND
M‘__ RAILING

REPAINT GUSSET

REPAIR & REPAINT
CROSS- BRACES/ TENSION [ PLATES
RORA f : REPAIR AND REPAINT OF
REPAINT RISER Hil / LATERAL BRACES
PIPES R
REPAIR & REPAINT PART Hil S CONCRETING OF 0.10m THK. X
OF STEEL COLUMN 6.80m X 6,80m CONCRETE SLAB

REPAIR AND REPAINT 4 SETS BASE
el PLATES, NUTS, WASHERS & BOLTS
; OF 4 COLUMNS

/L PROPERTY LINE

CONCRETE SLAB LAY-OUT PLAN

REPAIR & REPAINTING DETAILS
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