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SPECIFICATIONS

ltem

Specification

Statement of Compliance

[Bidders must state here either “Comply”
or “Not Comply” against each of the
individual parameters of each
Specification stating the corresponding
performance parameter of the equipment
offered. Statements of “Comply” or “Not
Comply” must be supported by evidence in
a Bidders Bid and cross-referenced to that
evidence. Evidence shall be in the form of
manufacturer’s un-amended sales
literature, unconditional statements of
specification and compliance issued by the
manufacturer, samples, independent test
data etc., as appropriate. A statement that
is not supported by evidence or is
subsequently found to be contradicted by
the evidence presented will render the Bid
under evaluation liable for rejection. A
statement either in the Bidder's statement
of compliance or the supporting evidence
that is found to be false either during Bid
evaluation, post-qualification or the
execution of the Contract may be regarded
as fraudulent and render the Bidder or
supplier liable for prosecution subject to
the applicable laws and issuances.]
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Technical Specification

1. Adjustable Wrench (8mm, 10mm, 12mm) Pipe wrench plumbing tools faucets and sink installer

Made from high-grade alloy steel

ductile iron or aluminum

Resist rust and corrosion with nickel-based plating & brushed finish

2. Back Wrench (8mm to 22mm) Model: FT-GSS10
{Rachet Type) Sizes: 19mm, 17mm, 22mm, 23mm, 24mm
Cr-V Steel
High Quakity
Heavy Duty

Gear Spanner

3. Bench Vice S¢ Maximum clamping width: 70mm

Strong suction cup attaches to surface

Screwed down description zinc die-casting with ball and

socket which rotates in all directions even downwards

7TS5mm jaws with protective covers

Vertical and horizontal V-siots for clamping round workpieces

Strong suction cup facilitates instantanecus fixing to any smooth, flat
surface

4. Chisel flat/pointed (sinsil) Seif sharpening with 30% higher material removal rate
Longer lifespan than chisels hardened in the traditional way
High wear resistance
for demolishing masonry and concrete
High Efficiency
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5. Electril Drill Battery Voltage: 18V
Weight excl. Battery: 1 kg
Torque (max): 50 Nm
Torque (soft/hard/max): 28/50/50 Nm
No-load speed (15t gear/ 2nd gear): 0-460 /0 - 1,800 rpm
- Batery Type: Lithium-ion
Drilling Diameter Screw Diameter
Max. drifling diarmeter in aluminium 13mm 13 mm
Max. drilling diarmater in wood 35mm 35mm
Max. drilling diameter in steel 13 mm 13 mm
Max. screw diameter 10 mm 10 mm
6. Grinder 4-1/2" X-LOCK Ergonomic angle grinder with paddie switch
10-amp motor delivers up to 11,000 no-load rpm
Tookfree disc swap

Spiral bevel gears
Epoxy-coated field windings extend motor lifetime.

7. Handsaw/Woodsaw Crosscut saw designed for comfort and control
45 degrees & 92 degree angles square/mitre feature
Contour sturdy handle
Full length protective sieeve

8. Shovel (round) heavy duty Size: 5-1/a'w x 11-1/4"h
Tempered Steel Blade - for strength & durability
Clearcoat Finish
Extra-wide power “D” grip - for maximum comfort
Round point shovels

Prepared by: Noted by
\
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PLARI A. ARAMBULO Engr. A. GILLERA
Sr. Watdg Maintenance Man A Departmetit Manager A

Technical Services Department



M/  CALAMBA WATER DISTRICT Q 72

PAB ACCREMTED QM5
a 5 Lakeview Subdivision, Halang, Calamba City, Laguna CERTIFICATION BODY
Tel. Nos. 545-1614; 545-2863; 545-2728; 545-7895; Fax No. 545-9752
éG'
o
.. Lol www.cwd.com.ph PHP QMS 21 93 0047

Load Capacity: 150kg
Water Capacity: 65L
Sand Capacity: SCBF
Wheel type: 3.25-8 Air

Size (L/H/C/A/B/h):
1260/675/570835/675/210mm

WET & DRY VACUUM CLEANER -1 UNIT

8 Gallons Vacuum Cleaner
Wet & Dry PRO

Specicaions
Max Powe 1200W
Tank Capactty 80N
Power Supply 220V - 240V
Rated Frequency SO/60HZ

A Flow 100chm
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PORTABLE PRESSURE WASHER - 1 UNIT

Voltage

input power

Max Pressure

Flow rate

Carbon brush motor

Auto stop system

Y ':‘2;.] pressure hose

220-240V~50/60Hz
1400W

130Bar {1900PS
5.5L/min

T S A

1 set water spray gur

Packed by color box
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SPECIFICATIONS

Allen Wrench
¢ Material:Cr-v
e LONG:1.5-2-2.5-3-4-4.5-5-6-8mm
e SHORT:1.27-1.5-2-2.5-3-3.5-4-5-5.5mm
e Heat treated
e Black finished
e Packing: blister card

Electrical Plier 7"
e 508CVN 7", designed for electrical work
e Electronically induction hardened
e Durable and keen side cutting edge made of forced alloy tool steel polished

Long Nose Plier
e Length: 6"
¢ Handle material: Double dip cushion grip

Screw Driver + -
e 4 pieces per set (2 negative, 2 positive)

Socket Wrench
* Rachet handle, 10"
e Flexible handle 15"
¢ Side T-Handle 10"
* 2 pieces extension bar 5” & 10"
e 1-piece universal joint
e 18 pieces socket wrench (10 - 30mm, 33mm)
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TECHNICAL SPECIFICATIONS

1 BEMCH WISE 8"
Jaw with : B"
Jaw apen: 2 10mm
Jaw Depth: 115mm

£ CROCODILE JACK, 3 TONS
[LOW PROFILE)
Hydraulic floor jack

3 PRESS MACHINE
Capacity: 20 tons
Waorking range: 0-955mim
Width: 550mm
Gross weight 90 kgs.
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TECHNICAL SPECIFICATIONS: FOLDING LADDER

HEIGHT ' : 10FT

MATERIAL : ALUMINIUM (with guardrail)

LADDER TYPE : A-Type (double sided step ladder)

USAGE/APPLICATION H INDUSTRIAL

SURFACE TREATMENT : POLISHED

LOAD CAPACITY . 375lbs

TECHNICAL SPECIFICATIONS: LONG NOSE PLIERS

LENGTH : 200 mrm
HEIGHT : 11.2 mm
WIDTH : 50 mm
WEIGHT : 0.15kg
FEATURES

= Forged carbon steel jaws fully heat treated

o [nduction harden cutting edges

& Bi-material soft grip handle

* Ergonomically designed dyangrip handle with finger guards



